GY-DV5000U    3-CCD PROFESSIONAL DV CAMCORDER 

                           JVC PROFESSIONAL PRODUCTS COMPANY ANNOUNCES ITS

                           NEWEST 12-BIT PROFESSIONAL CAMCORDER

                        FOR IMMEDIATE RELEASE

WAYNE, NJ (November 27, 2002) – Evolving the renowned GY-DV500 professional DV camcorder, JVC PROFESSIONAL PRODUCTS COMPANY today introduced the

GY-DV5000U Professional DV Camcorder, a shoulder-mounted camera with highlight

handling, future-proofed modular architecture, low-light sensitivity and revolutionary

features to ease the workload of today’s video professionals. The GY-DV5000U is one of

three new full-size and MiniDV cassette compatible Professional DV products. 

Using three ½-inch CCDs with micro-lenses and spatial offset, the GY-DV5000U offers

high-end picture quality with more than 800 lines of horizontal resolution and refined user controls at a fraction of the price of traditional broadcast or studio cameras. The camera quality is made possible by 12-bit analog-to-digital (A/D) conversion and 24-bit digital signal processing (DSP).

JVC's 12-bit A/D conversion provides more dynamic range between bright and dark

scenes. As a result, the camera can process 400 percent of the normal video signal and

provide color and details normally lost on cameras in this price range. The GY-DV5000U

leads the industry in low light performance with a sensitivity of F:13 at 2000 lux. The

camera will produce 100 percent video at 0.4 lux. 

Based on extensive input from its camera users, JVC redesigned the Professional DV

tape transport to accommodate both full-size and MiniDV cassettes. The GY-DV5000U

will record up to 276 minutes using JVC's new DV-276PQ cassettes, compared to 63

minutes offered by the previous model. 

The 24-bit DSP allows for improved skin tone detection. Users are given the ability to

stretch the dark portion of the image bringing out more warmth and detail in flesh tones,

or compress blacks to make an image with more contrast. Users can control the color

matrix (four settings) and gamma (20 steps) to customize the look of their individual

camera. The GY-DV5000U can be made to look like another camera, or even like film

using the settings. JVC also developed a tri-mode display giving the user the choice of

video, data or superimposed data. 

The GY-DV5000U and the KA-DV5000 network pack are presently shipping. 

About JVC 

 JVC PROFESSIONAL PRODUCTS COMPANY, headquartered in Wayne, New Jersey,

distributes and manufactures a complete line of presentation, broadcast and CCTV

professional equipment. For additional information about the GY-DV5000U, please

contact…

